
UAB "AVS PIPEFIT"

Company code: 305226522; VAT code: LT100012607317; IBAN: LT104010051005091455
Address: Grįžgatvio g. 4, LT 91286 Klaipėda, tel. No +37060656829, e-mail: info@avspipefit.eu 

TERMS AND CONDITIONS OF THE TENDER

[bookmark: _Toc335201954][bookmark: _Toc147739116]GENERAL PROVISIONS 
1.1 [bookmark: _Toc335201955]AVS PipeFit, UAB (hereinafter – the  Buyer) is carrying out a procurement for the implementation of the project Installation of Energy Efficiency Improvement Equipment in UAB AVS PipeFit (No 02-056-K-0026), co-financed by European Union funds and the Republic of Lithuania. 
1.2 The procurement shall be carried out in accordance with the principles of the Treaty on the Functioning of the European Union - the principles of free movement of products, freedom of establishment, freedom to provide services, equal rights, non-discrimination and equal treatment, transparency, proportionality and mutual recognition, the Rules on Financing and Administration of Projects, approved by Order No 1K-237 of the Minister of Finance of the Republic of Lithuania of 22 June 2022 “On the Implementation of the European Union Funds Investment Programme 2021-2027 and the Economic Recovery and Resilience Plan “New Generation Lithuania” (including but not limited to, Appendix No. 7 “Procurement Rules”) (hereinafter – the  Rules), the Civil Code of the Republic of Lithuania (hereinafter – the  Civil Code), other legal acts, as well as these terms and conditions of the tender (hereinafter – the  Terms and Conditions of the Tender).

SUBJECT MATTER OF THE PROCUREMENT
The subject matter of the procurement:  Bending, folding, straightening, or flattening (enclosure bending) machines, the quantities (scope) and characteristics of which are set out in the technical specification provided.
Where the technical specification, in describing the subject matter of procurement, refers to a specific model or source, a specific process or trademark, a patent, types, a specific origin, manufacture or standard, it shall be deemed that equivalent items in terms of their characteristics are also acceptable.
The subject matter of procurement is not divided into lots.
Place of delivery and installation of products: Šilutės pl. 13, Klaipėda, Klaipėda city municipality LT 91109.
The procurement is subject to the environmental protection requirements for green[footnoteRef:2] procurements, which are set out in the technical specification. [2: In the conduct of the procurement, the Buyer shall apply the green procurement requirements set out in the Resolution No 1133 of the Government of the Republic of Lithuania of 21 July 2010 "On Establishment and Implementation of the Objectives of Green Procurements", the Order No D1-508 of the Minister of the Environment of the Republic of Lithuania of 28 June 2011 "On the Approval of the Description of the Procedure for the Application of the Environmental Protection Criteria in the Conduct of Green Procurements". The Public Procurement Service provides advice on green procurement issues (https://vpt.lrv.lt/lt/darnieji-pirkimai)] 


QUALIFICATION REQUIREMENTS FOR TENDERERS[footnoteRef:3] [3:  The non-procuring entity shall have the right to set minimum qualification requirements for suppliers, taking into account the value and complexity of the subject matter of the procurement. These requirements shall be reasonable, proportionate to the subject matter of procurement, specific, clear, precise, and comprehensible to all. The qualification requirements shall not artificially restrict competition. The methodology for determining the Supplier’s Qualification Requirements, approved by Order No 1S-105 of the Director of the Public Procurement Service of 29 June 2017,may be taken into account when determining the Supplier’s Qualification Requirements.] 

The supplier participating in the procurement must meet the qualification requirements.

0. Qualification requirements for suppliers and documents to prove them: 
	Item 
No.
	Qualification requirements
	Requirements for the group of economic entity and/or sub-suppliers
	Documents proving qualification requirements

	3.1.1.1.

	The supplier is entitled to pursue activities related to the subject matter of procurement, that are necessary to fulfill the procurement contract.

	Any supplier who does not comply with this requirement shall have its tender offer rejected. 
A group of economic undertakings – each member of the group must meet the requirements according to the obligations they assume for the execution of the procurement contract.
Subcontractors that the supplier will engage for the execution of the procurement contract must have the right to engage in the activity for which they are hired
	A copy of the extended extract from the Register of Legal Entities of the Republic of Lithuania, issued by the State Enterprise Registrų centras or other documents confirming the supplier's registration of business activities in accordance with the legal requirements, or a document issued by the relevant foreign country's authority (professional or business regulators, state-authorized institutions' certificates, as required by the country where the supplier is registered), or an declaration of oath certifying the registration of the supplier's business activities in accordance with the legal requirements.

	3.1.1.2.
	The supplier, within the last 3 years before the deadline for submitting the proposal, must have delivered and properly performed installation and commissioning work under one or more contracts for at least 1 (one) contract of a technologically similar scope (production machinery).
	If the tender is submitted by a group of economic operators or if the supplier engages sub-suppliers, the requirement must be met collectively by all members of the group of economic operators or by the supplier together with its sub-suppliers (the experience of the group members or the supplier and sub-suppliers is aggregated), taking into account their respective commitments.
	To be submitted:  
 1) A description of the executed contract(s), indicating the contract value, the contract commencement and completion (execution) dates, the subject matter of the contract, and providing the necessary information to demonstrate compliance with this qualification requirement, including details of the client and their contact information, regardless of whether the client is a contracting authority or not;  
or
2) As proof that the performance of the works specified in the qualification requirement and the final results were satisfactory, the Supplier shall submit a copy of a certificate issued by the client (whether public or private). 
The certificate must specify the value of the completed works (the contracting entity specifies additional parameters indicated in the qualification requirement description), as well as the date and location, and confirm that the works were performed and completed in compliance with the requirements of the legal acts governing the execution of such works and the procurement contract.

	3.1.1.3.
	The Supplier is not bankrupt, is not liquidated, has not entered into a peaceful settlement agreement with creditors, has not suspended or limited its activities, or is not in the same or similar situation under the law of the country in which it is incorporated. It is not the subject of restructuring proceedings, bankruptcy proceedings or out-of-court insolvency proceedings, or of compulsory liquidation proceedings, or of an agreement with creditors, or of similar proceedings under the law of the country in which it is incorporated.
	Any supplier who does not comply with this requirement shall have its tender offer rejected.
The group of economic undertakings – the requirement must be met by each member of the group.
This requirement does not apply to subsupliers providing ancillary services for the fulfillment of the contract, unless they perform a significant part of the procurement (more than 10% of the contract value).
If the supplier relies on the capabilities of subsuppliers (e.g., financial or technical), those subsuppliers shall be subject to the same qualification requirements as the main supplier.

	All participants must submit documents – declarations confirming that none of them are bankrupt, being liquidated, or otherwise legally incapable of fulfilling the contract.
The supplier and the members of the economic undertaking will also be verified in the Legal Entities Register based on publicly available information.


 Documents proving compliance with the established qualification requirements will only be requested from a potential successful tenderer. The supplier shall certify on a tender offer form that it meets the specified qualification requirements.
 If, during the evaluation of the tender offers, it emerges that the Supplier, not having indicated that it relies on the capacities (qualifications) of other economic operators, does not itself meet the qualification requirements clearly and unambiguously formulated in the procurement documents, the Supplier shall not be entitled, after the expiry of the deadline for the submission of the tender offers, to use (specify) new entities in order to meet the qualification requirements.
If the Supplier is unable to provide the documents referred to because such documents are not issued in the country concerned, or because the documents issued in that country do not cover all the issues raised, an official Supplier’s declaration or equivalent document shall be submitted.

[bookmark: _Toc335201957]REQUIREMENTS FOR THE SUBMISSION OF TENDER OFFERS 
4.1 The Supplier’s tender offer and other correspondence shall be submitted in Lithuanian and/or English. 
4.2 The tender offer shall be submitted in an e-mail to jurgita.kairiene@avspipefit.eu with the subject "Installation of energy efficiency equipment at UAB AVS PipeFit Tender Offer by 11:59 PM (Lithuanian time) on 9 May 2025. Tender offers received later will not be accepted and will not be evaluated.
4.3 The tender offer consists of:
4.3.1. a completed tender offer form drawn up in accordance with Appendix No. 2 to these Terms and Conditions of Tender, along with the documents specified in the tender offer form;
4.3.2. a copy of the joint activity agreement, if the tender offer is submitted by a group of economic operators.
4.3.3. the tender offer must be accompanied by a detailed description of the proposed equipment model - technical specification, description, data sheet, etc 
4.4 The supplier may submit only one tender offer (or, if the procurement is divided into lots, one for each lot), either individually or as a member of a group of economic operators. If the Supplier submits more than one tender offer or if a member of a group of economic operators participates in submitting several tender offers, all such tender offers will be rejected.
4.5 Suppliers are not allowed to submit alternative tender offers. If the Supplier submits an alternative tender offer, its tender offer and the alternative tender offer(s) will be rejected.
4.6 The deadline for submitting a tender offer is specified in the procurement notice, which is published on the website www.esinvesticijos.lt.
4.7 The price of the tender offer shall be expressed in euro excluding VAT and including VAT. The price shall include all taxes and all costs incurred by the Supplier.
4.8 The price of the tender offer shall be evaluated in euros excluding VAT.
4.9 The validity of the tender offer must be at least 90 days from the date of submission. If the tender offer does not specify a period of validity, the tender offer shall be deemed to be valid for the period specified in the procurement documents.
4.10 Before the expiry of the period of validity of tender offers, the Buyer shall have the right to request the Suppliers to extend the validity of their tender offers until a specified time. The Supplier may refuse such a request.

5. [bookmark: _Toc297898751]EXPLANATION AND REVISION OF THE TERMS AND CONDITIONS OF TENDER
5.1 The Buyer shall respond to any written request from the Supplier for explanation or clarification of the Terms and Conditions of the Tender, provided that the request is received at least 3 working days before the deadline for the submission of tender offers. The Buyer shall respond to a timely request for clarification of the tender terms and conditions received from a Supplier not later than 2 working days from the date of receipt and not later than 2 working days before the deadline for the submission of tender offers. 
5.2 [bookmark: _Hlk127783565]Before the expiry of the deadline for the submission of tender offers, but no later than 2 working days before the expiry of the deadline for the submission of tender offers, the Buyer shall have the right to explain or clarify the terms and conditions of the tender on its own initiative.
5.3 If, following the publication of the invitation to tender, changes are made to the essential information necessary for the preparation of the tender offers, as well as if procurement-related explanations are submitted to the Supplier (s) and/or qualification requirements are changed, the Buyer shall publish a revised invitation to tender on the website www.esinvesticijos.lt, redefining the deadline for the submission of tender offers to be at least 5 working days.

6. [bookmark: _Toc329439533]NEGOTIATION REQUIREMENTS
6.1 Negotiations may be conducted during the course of this Procurement. 
6.2 Negotiations shall be conducted with all Suppliers who meet the minimum qualification requirements and the requirements for the submission of tender offers. Each Supplier shall be met separately. During the negotiations, the same (identical) information shall be provided to all Suppliers. The results of the negotiations shall be recorded in a protocol, which shall be drawn up separately for each Supplier.
6.3 Negotiations may be conducted on all characteristics of the works, goods, or services to be procured, including price, quality, commercial terms and social, environmental, and innovative aspects. 
6.4 There shall be no negotiation over the minimum requirements applicable to the subject matter of the procurement, the qualifications of the Suppliers, the tender offers of the Suppliers, the evaluation criteria for the Suppliers' tender offers, and the essential terms and conditions of the Contract, except the improvement of the essential terms and conditions of the Contract for the benefit of the Buyer.
6.5 In the course of negotiation procedures, the Commission shall not disclose to third parties any information obtained from the supplier without the latter's consent.
6.6 The final offer is the result of the final negotiations as recorded in the negotiation protocol.
6.7 If the Supplier fails to attend the negotiations, it is excluded from the procurement process by drawing up a protocol of the negotiations that did not take place.
6.8 Suppliers' final tender offers shall be evaluated according to the specified evaluation criteria.

7. EXAMINATION AND EVALUATION OF TENDER OFFERS
7.1 The Buyer evaluates whether suppliers’ tender offers (or, if negotiations were held, the final tender offers) comply with the requirements set out in the terms and conditions of the tender. 
7.2 If the Supplier has provided inaccurate, incomplete or erroneous documents or data relating to compliance with the requirements set out in the Terms and Conditions of the Tender, or if these documents or data are missing, the Buyer may request the candidate or tenderer to clarify, supplement or explain these documents or data within a time limit to be determined by the Buyer.
7.3 The Buyer shall have the right to require the Supplier to justify the price or the components of the price specified in the tender offer if it appears abnormally low, specifying the particular documents and data to be provided by the Supplier. 
7.4 The Buyer asks the potential successful tenderer to provide documents in order to prove compliance with the qualification requirements set out in the procurement documents.
7.5 In the cases set out in Clause 7.6 of the Terms and Conditions of the Tender, the tender offer shall be rejected. The Supplier shall be informed of the rejection of the tender offer prior to the conclusion of the Contract.
7.6 The tender offer is rejected if:
7.6.1. The Supplier has submitted more than one tender offer (all the Supplier’s tender offers are rejected);
7.6.2. the tender offer (or, if negotiations were held, the final tender offer) did not comply with the requirements set out in the terms and conditions of the tender, or the tenderer failed to clarify or revise its tender at the request of the Buyer without modifying the substance of the tender offer;
7.6.3. The Supplier has not corrected arithmetical errors and/or clarified the tender offer within the time limit set by the Buyer;
7.6.4. an abnormally low price has been offered and the Supplier has not, at the request of the Buyer, provided a written justification of the components of the price or otherwise justified the abnormally low price;
7.6.5. The Supplier has provided false information, which the Buyer may prove by any lawful means;
7.6.6. The Supplier whose tender offer was not rejected on other grounds has offered an excessive tender offer price that is unacceptable to the Buyer.
7.7 Non-rejected tender offers are evaluated on the basis of economic viability according to the economic viability criterion, using the methodology set out in Appendix No. 5 to the Terms and Conditions of the Tender.
7.8 Where the economic viability of the tender offers submitted by several Suppliers is equal, the Supplier with the lowest tendered price or, if the prices are equal, with the earliest tender offer shall be declared the successful tenderer.
7.9 The Procurement Contract shall be concluded in writing with the Supplier who submitted the successful tender offer. When concluding the Procurement Contract, the price and terms of the successful tenderer’s final tender offer, as well as the terms and conditions set out in the invitation to participate in the procurement, cannot be changed.
7.10 If the Supplier whose tender offer has been declared successful fails to conclude the Procurement Contract by the time specified, the Buyer shall offer the Procurement Contract to the tenderer who submitted the next most economically advantageous tender.
7.11 The Buyer shall, immediately after the conclusion of the Procurement Contract, inform in writing all suppliers who have submitted tender offers of the characteristics and relative advantages of the successful tender offer, including the price, which led to the declaration of this tender offer as the successful tender offer, as well as the name of the tenderer submitting that tender offer.

8. [bookmark: _Toc60525494][bookmark: _Toc47844940][bookmark: _Toc297898756]TERMS AND CONDITIONS OF THE PROCUREMENT CONTRACT

8.1 The terms and conditions of the Procurement Contract are published in Appendix No. 4 to the Tender Terms and Conditions. 


9. [bookmark: _Toc335201960]FINAL PROVISIONS

9.1 Suppliers shall not be reimbursed for the expenses of preparing their tender offers and participating in the Tender. 
9.2 The Buyer shall have the right to terminate the procurement procedures at any time prior to the conclusion of the Procurement Contract in the event of unforeseeable circumstances. If the Buyer decides to terminate the procurement procedures, the Buyer shall notify all Suppliers who have submitted tender offer and, if the procurement procedures are terminated before the deadline for the submission of tender offers, all the Suppliers who have submitted the terms and conditions of procurement and/or procurement documents, of the decision no later than 3 working days after the date on which the decision is taken. 
9.3 The Buyer shall, not later than within 3 working days after the conclusion of the Procurement Contract, inform in writing all Suppliers who have submitted tender offers of the conclusion of the Procurement Contract, indicating the Supplier with whom the Procurement Contract has been concluded, as well as the price offered by him. 
9.4 The information contained in tender offers shall not be disclosed to Suppliers or to third parties other than those administering and auditing the use of EU funds. 

10. APPENDICES


[bookmark: _Ref274738013][bookmark: _Ref316455210]Appendix No. 1: Technical Specification;
Appendix No. 2: Tender offer form;
Appendix No. 3: Declaration of compliance with the minimum qualification requirements;
Appendix No. 4: Draft Purchase and Sale Contract; 
Appendix No. 5: Methodology for assessing economic viability.



















Appendix No. 1:

TECHNICAL SPECIFICATION FOR BENDING, FOLDING, STRAIGHTENING,
AND FLATTENING (ENCLOSURE BENDING) MACHINES (1 PCS.)

	[bookmark: _Hlk189741393]Item No.
	Name (description) of functions and/or technical requirements (indicators)
	Technical requirements, indicators

	General machine characteristics

	1.
	The main axis of the bending machine must be driven by a servo-hydraulic drive mechanism. Only the workpiece feeder, rotation and length adjustment may be driven by servo-electric or equivalent mechanisms.
	Required

	2.
	The unit shall be capable of generating a moment of resistance greater than 80 m³, which means that the unit shall be capable of generating a force in excess of the 80 m³ resistance index, ensuring operational efficiency and compliance with the technical requirements.
	Required

	3.
	The radius of the device shall be at least x3 the maximum diameter of the pipe. This requirement shall ensure the proper functioning of the device and sufficient distance between the main components.
	Required

	4.
	The effective length of the device must be at least 6000 mm to ensure the required functionality and meet the technological requirements.
	Required

	5.
	Overall dimensions, (IxPxA) 
	No more than 9500x4000x2200mm (IxPxA)

	6.
	Operating modes: Manual, automatic, programmable 3D model reading, DWG format and/or STEP format.
	Required

	Machine characteristics

	7.
	Maximum length of workpiece for bending, mm.
	No less than 6000 mm and no more than 12000 mm, -0/+100 mm


	8.
	Bending directions:
clockwise / bending to the right.
	
Required 

	9.
	Maximum radius (R) for steel pipes, mm.
	No more than R150 (Ø140 x 6) mm

	10.
	Maximum radius (R) for stainless steel pipes, mm.
	No more than R150 (Ø140 x 4) mm 

	11. 
	Maximum permissible bending angle .
	No more than 180° + 10° offset

	12. 
	Bending accuracy.	
	No more than ±0,1°

	13. 
	Rotation accuracy.
	No more than ±0,1°

	14. 
	System with distance measurement and collision avoidance sensors or equivalent.
	Required

	15. 
	Programmable Logic Controller (PLC).
	Required

	16. 
	Quick coupling system for securing the mandrel with a brace.
	Required

	17. 
	Quick coupling system for replacing brace tips according to diameters.
	Required

	18. 
	Controlled retreat of the mandrel - automatic, programmable.
	Required

	19. 
	Self-diagnostics and remote login function, service tracking system.
	Required

	20. 
	The device is supplied with a mandrel lubrication device.
	Required

	21. 
	The device is equipped with safety fencing, safety curtains, emergency stop switch, status warning and indicator lights (green, red, yellow, etc.), optical sensor(s) for automatic stopping of the cycle in the event of detection of unauthorised persons or objects near the forming area.
	Required

	22. 
	Possibility to install additional bending equipment in the future, such as a mandrel, arbour, and/or straightening form, etc.
	Required

	23. 
	Operating manuals, equipment maintenance manuals with product lists (oils, greases, etc.), safety data sheets, declarations of conformity, test results. English.
	Required

	24. 
	Training and installation at the customer's factory.
	Required

	25. 
	Labels and functional names on the device in English.
	Required

	26. 
	Control panel (must be able to manually enter programmable functions). The control display shall include:
-Cycle icons, process status;
-Digital axis indication in 3D;
-Position of the enclosure.
	Required

	27. 
	Minimum system requirements: Windows 10, 4 GB RAM or better.
	Required

	28. 
	The software package and specification include the following components:
- Ethernet connection port;
- COM ports for serial communication;
- DVI video output;
- USB ports for connecting peripherals.
(Comes with user software and a program for virtual simulation before bending.
The system shall additionally be able to maintain a total parts counter, an hour counter, a pipe length counting function, on-screen display of graphical tools, on-screen display of graphical machine views and guide, tool editor/repository, pipe editor/repository, cycle pause/reload functions, diagnostic data storage, etc.).
	Required

	29. 
	Supplied with  
the following mandrel attachments*:
	Steel pipe, P235 - P355 (EN 10217)

	Nominal diameter (DN)
	Diameter (outer), mm
	Wall thickness, mm
	Wall thickness, mm

	15
	21.3
	2.0
	3.2

	20
	26.6
	2.3
	3.2

	25
	33.7
	2.6
	3.2

	32
	42.4
	2.6
	3.6

	40
	48.3
	2.6
	4.5

	50
	60.3
	2.9
	5.0

	65
	76.1
	2.9
	5.0

	80
	88.9
	3.2
	5.6

	100
	114.3
	3.6
	6.3

	125
	139.7
	4.0
	6.3


	Stainless steel pipe, AISI316L (EN 10217)

	Nominal diameter (DN)
	Diameter (outer), mm
	Wall thickness, mm
	Wall thickness, mm

	15
	21.3
	1.6
	2.0

	20
	26.6
	1.6
	2.3

	25
	33.7
	2.0
	2.6

	32
	42.4
	2.0
	2.6

	40
	48.3
	2.0
	2.6

	50
	60.3
	2.0
	2.9

	65
	76.1
	2.0
	2.9

	80
	88.9
	2.0
	3.2

	100
	114.3
	2.0
	3.6

	125
	139.7
	2.0
	4.0



* The complete toolset must include a pipe bushing, bending dies and forms, clamping grippers (cams if supplied with grippers), and a supporting slide. Additional equipment, such as a mandrel support and an uneven stress distribution die (Wiper Die), must be provided to ensure proper deformation of the pipe wall(s) and maintain pipe ovality.
	Required

	[bookmark: _Hlk153787297_Copy_1]Miscellaneous

	30. 
	The supplier must ensure that the machine is serviced and repaired, including the warranty service. The response time (the time between the Buyer’s notification of a failure, malfunction or error and the Supplier’s provision of information by phone) shall be no more than 3 (three) working hours (Lithuanian time when working hours are from Monday to Friday from 8:00 to 17:00), and no more than 48 (forty-eight) hours before the commencement of troubleshooting action. 
	Required

	31. 
	The operation of all the control components of the device must be trouble-free. 
	Required

	32. 
	Fast access to system components for balancing and maintenance purposes is ensured.
	Required

	33. 
	Equipment manuals, accessories and parts must be provided. English.
	Required

	34. 
	The manufacturer’s warranty period is at least 12 months. The warranty period shall start from the date of signing of the deed of transfer and acceptance. Documents proving the warranty periods shall be provided with the Products.
	Required

	35. 
	Machine equipment must bear the CE marking.
	Required

	36. 
	The equipment and parts are new and unused.
	Required

	37. 
	All equipment shall be new, constructed, installed, commissioned, and adjusted at the premises specified by the Buyer in accordance with the manufacturer's recommendations. (The Buyer shall prepare the site and ground for the installation of the Products at the Buyer’s premises.)
	Required

	38. 
	The preparation of the Products for use (e.g. filling of oil and all necessary fluids into the assemblies in accordance with the requirements set out in the instructions for use of the Products) shall be performed by the Supplier.
	Required




	Environmental protection requirements for the equipment

	39. 
	The Products shall comply with para 4.4.4.4. of the description of the procedure for the application of environmental criteria in green procurement as approved by Order No DI-508 of the Minister of the Environment of the Republic of Lithuania of 28 June 2011 “On the Approval of the Description of the Procedure for the Application of Environmental Criteria in Green Procurement” (as amended by Order No D1-401 of 13 December 2022) - the Supplier shall ensure that the original or equivalent spare parts will be available for a period of at least five (5) years after the end of the product warranty period.
	Required





































Appendix No. 2:
TENDER OFFER
FOR BENDING, FOLDING, STRAIGHTENING, OR FLATTENING (ENCLOSURE BENDING) MACHINE

	-- ----- 20--  .

	date

	

	Place 




	Supplier’s name

	

	Supplier’s address

	

	Name and surname of the person responsible for the tender offer
	

	Phone number

	

	E-mail address

	



By this tender offer, we state that we agree to all the terms and conditions set out in:
1) the invitation to tender published at www.esinvesticijos.lt on 02/05/2025;
2) the terms and conditions of the tender;
3) the appendices to the procurement documents.

We hereby offer the following products:

	Item No
	Name of products/services/works
	Quantity
	Units of measure
	Price per unit of measure excluding VAT
	Price EUR excluding VAT
(4x5)

	1
	2
	3
	4
	5
	6

	1.
	Bending, folding, straightening, or flattening (enclosure bending) machines
	1
	pcs
	
	

	...
	
	
	
	
	

	
	Tender offer price in EUR excl. VAT (sum of values in column 6)
	

	
	VAT (to be completed if applicable)*
	

	
	Tender offer price in EUR incl. VAT
	




[bookmark: _Hlk131430609]Tender offer price in EUR incl. VAT in words:_______________________________________ .

*If the “VAT” field is not filled in, please indicate the reason for not paying VAT: ______________


	Item No.
	Criterion parameter
	Criterion value
specific

	1.
	Equipment manufacturer’s warranty, months
	

	2.
	Service time (from the time the fault is reported), hrs
	

	3.
	Maximum electrical power consumption of the device, kW
(Pipe bending)
	



The products offered fully comply with the requirements set out in the procurement documents and have the following characteristics:

	Item No
	Name(description) of functions and/or technical requirements (indicators)
	Technical requirements, indicators

	General machine characteristics

	1.
	The main axis of the bending machine must be driven by a servo-hydraulic drive mechanism. Only the workpiece feeder, rotation and length adjustment may be driven by servo-electric or equivalent mechanisms.
	

	2.
	The unit shall be capable of generating a moment of resistance greater than 80 m³, which means that the unit shall be capable of generating a force in excess of the 80 m³ resistance index, ensuring operational efficiency and compliance with the technical requirements.
	

	3.
	The radius of the device shall be at least x3 the maximum diameter of the pipe. This requirement shall ensure the proper functioning of the device and sufficient distance between the main components.
	

	4.
	The effective length of the device must be at least 6000 mm to ensure the required functionality and meet the technological requirements.
	

	5.
	Overall dimensions, (IxPxA) 
	

	6.
	Working modes: Manual, automatic, programmable 3D model reading, DWG format and/or STEP format.
	

	Machine characteristics

	7. 
	Maximum length of workpiece for bending, mm.
	

	8. 
	Bending directions:
clockwise / bending to the right.
	

	9. 
	Maximum radius (R) for steel pipes, mm.
	

	10. 
	Maximum radius (R) for stainless steel pipes, mm.
	

	11. 
	Maximum permissible bending angle.
	

	12. 
	Bending accuracy.	
	

	13. 
	Rotation accuracy.
	

	14. 
	System with distance measurement and collision avoidance sensors or equivalent.
	

	15. 
	Programmable Logic Controller (PLC).
	

	16. 
	Quick coupling system for securing the mandrel with a brace.
	

	17. 
	Quick coupling system for replacing brace tips according to diameters.
	

	18. 
	Controlled retreat of the mandrel - automatic, programmable.
	

	19. 
	Self-diagnostics and remote login function, service tracking system.
	

	20. 
	The device is supplied with a mandrel lubrication device.
	

	21. 
	The device is equipped with safety fencing, safety curtains, emergency stop switch, status warning and indicator lights (green, red, yellow, etc.), optical sensor(s) for automatic stopping of the cycle in the event of detection of unauthorised persons or objects near the forming area.
	

	22. 
	Possibility to install additional bending equipment in the future, such as a mandrel, arbour, and/or straightening form, etc.
	

	23. 
	Operating manuals, equipment maintenance manuals with product lists (oils, greases, etc.), safety data sheets, declarations of conformity, test results. English.
	

	24. 
	Training and installation at the client's factory.
	

	25. 
	Labels and functional names on the device in English.
	

	26. 
	Control panel (must have the ability of manually entering programmable functions). The control display shall include:
-Cycle icons, process status;
-Digital axis indication in 3D;
-Position of the enclosure.
	

	27. 
	Minimum system requirements: Windows 10, 4 GB RAM or better.
	

	28. 
	Software suite or equivalent:
The specification covers the following components:
- Ethernet connection port;
- COM ports for serial communication;
- DVI video output;
- USB ports for connecting peripherals.
(Comes with user software and a program for virtual simulation before bending.
The system shall additionally be able to maintain a total parts counter, an hour counter, a pipe length counting function, on-screen display of graphical tools, on-screen display of graphical machine views and guide, tool editor/repository, pipe editor/repository, cycle pause/reload functions, diagnostic data storage, etc.).
	

	29. 
	Supplied with 
the following mandrel attachments*:
	Steel pipe, P235 - P355 (EN 10217)

	Nominal diameter (DN)
	Diameter (outer), mm
	Wall thickness, mm
	Wall thickness, mm

	15
	21.3
	2.0
	3.2

	20
	26.6
	2.3
	3.2

	25
	33.7
	2.6
	3.2

	32
	42.4
	2.6
	3.6

	40
	48.3
	2.6
	4.5

	50
	60.3
	2.9
	5.0

	65
	76.1
	2.9
	5.0

	80
	88.9
	3.2
	5.6

	100
	114.3
	3.6
	6.3

	125
	139.7
	4.0
	6.3


	Stainless steel pipe, AISI316L (EN 10217)

	Nominal diameter (DN)
	Diameter (outer), mm
	Wall thickness, mm
	Wall thickness, mm

	15
	21.3
	1.6
	2.0

	20
	26.6
	1.6
	2.3

	25
	33.7
	2.0
	2.6

	32
	42.4
	2.0
	2.6

	40
	48.3
	2.0
	2.6

	50
	60.3
	2.0
	2.9

	65
	76.1
	2.0
	2.9

	80
	88.9
	2.0
	3.2

	100
	114.3
	2.0
	3.6

	125
	139.7
	2.0
	4.0




* The complete toolset must include a pipe bushing, bending dies and forms, clamping grippers (cams if supplied with grippers), and a supporting slide. Additional equipment, such as a mandrel support and an uneven stress distribution die (Wiper Die), must be provided to ensure proper deformation of the pipe wall(s) and maintain pipe ovality.
	

	Miscellaneous

	30. 
	The supplier must ensure that the machine is maintained and repaired, including the warranty service. The response time (the time between the Buyer’s notification of a failure, malfunction or error and the Supplier’s provision of information by phone) shall be no more than 3 (three) working hours (Lithuanian time when working hours are from Monday to Friday from 8:00 to 17:00), and no more than 48 (forty-eight) hours before the commencement of troubleshooting action. 
	

	31. 
	The operation of all the control components of the device must be trouble-free. 
	

	32. 
	Fast access to system components for balancing and maintenance purposes is ensured.
	

	33. 
	Equipment manuals, accessories and parts must be provided. English.
	

	34. 
	The manufacturer's warranty period is at least 12 months. The warranty period shall start from the date of signing of the deed of transfer and acceptance. Documents proving the warranty periods shall be provided with the Products.
	

	35. 
	Machine equipment must bear the CE marking.
	

	36. 
	The equipment and parts are new and unused.
	

	37. 
	All equipment shall be new, constructed, installed, commissioned, and adjusted at the premises specified by the Buyer in accordance with the manufacturer's recommendations. (The Buyer shall prepare the site and ground for the installation of the Products at the Buyer’s premises.)
	

	38. 
	The preparation of the Products for use (e.g. filling of oil and all necessary fluids into the assemblies in accordance with the requirements set out in the instructions for use of the Products) shall be performed by the Supplier.
	


	Environmental protection requirements for equipment

	39. 
	The Products shall comply with para 4.4.4.4. of the description of the procedure for the application of environmental criteria in green procurement as approved by Order No DI-508 of the Minister of the Environment of the Republic of Lithuania of 28 June 2011 “On the Approval of the Description of the Procedure for the Application of Environmental Criteria in Green Procurement” (as amended by Order No D1-401 of 13 December 2022) - the Supplier shall ensure that the original or equivalent spare parts will be available for a period of at least five (5) years after the end of the product warranty period.
	



[bookmark: _Hlk189651025]The following documents shall be submitted with the tender offer (by signing the tender offer or each document, I certify that the digital copies of the documents are true):

	Item No
	Title of documents submitted
	Number of pages in the document

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	



	



Tender offer is valid until ___-___-20 ___.

I, the undersigned, hereby confirm that all the information provided in the tender offer is correct and that no information requested from tenderers has been withheld. 
I hereby confirm that I meet the qualification requirements set out in the terms and conditions of the procurement. 




	
	
	
	
	

	Position of the Supplier’s manager or its authorised representative
	
	Signature
	
	Name and surname



















Appendix No. 3

_____________________________________________________________________________
(Supplier’s name, code, contact details)


[bookmark: _Hlk189213018]DECLARATION OF COMPLIANCE WITH THE QUALIFICATION REQUIREMENTS

____________________
(Date)
_____________________
(Place of document)

	I, ______________________________________________________________________,

	(name of position, name and surname of the Supplier’s manager or its authorised representative)


	certify that the qualification data of the company I lead (represented)  ___________________________________________________________________________,

	(name of supplier)


	participating in the tender organised by UAB AVS PipeFit for the procurement of cutting machines, on the European Union Structural Support website www.esinvesticijos.lt, are as follows (the supplier shall indicate its compliance with the specified qualification requirements by ticking the 'Yes' or 'No' in the columns):

	

	Item No
	General qualification requirements for suppliers:
	Yes
	No

	1.
	The supplier must have the right to carry out the activities relating to the subject of procurement.
	
	

	2.
	The supplier, within the last 3 years before the deadline for submitting the proposal, must have delivered and properly performed installation and commissioning work under one or more contracts for at least 1 (one) contract of a technologically similar scope (production machinery).
	
	

	3.
	The supplier is not bankrupt, is not liquidated, has not entered into a peaceful settlement agreement with creditors, has not suspended or limited its activities, or is not in the same or similar situation under the law of the country in which it is registered. It is not the subject of restructuring proceedings, bankruptcy proceedings or out-of-court insolvency proceedings, or of compulsory liquidation proceedings, or of an agreement with creditors, or of analogous proceedings under the law of the country in which it is incorporated.
	
	





The declaration shall be accompanied by the following supporting documents:

	Item No
	Title of documents submitted
	Number of pages in the document

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	



	



I am aware that if UAB AVS PipeFit finds that the submitted data are inaccurate, the submitted tender offer will be rejected and will not be considered.



_________________________	_____________________	   ______________________
(name of position of the supplier or  
its authorised person)		   (signature)		               (name and surname)





	
	
	



